K-VLCM CAM & GROOVE TYPE C

CAM & GROOVE Brass Hose Tail:
Quick-connect coupling featuring a female adapter and hose tail, designed for efficient fluid transfer. Made

from durable Brass, it offers excellent corrosion resistance and high strength.

Temperature range:
» -20°C—+120°C

Fabriksvangen 15 3550 Slangerup - TIf. +45 48 10 33 00 - Mail: salg.slangerup@iq-products.com

Inch % -2" 2% 3" 4

Scale Bar / Psi Bar / Psi Bar / Psi Bar / Psi

Working Pressure 18 / 250 11 /150 9/125 7 /100

Type Material Description Item Number EAN-number

Type C Brass CAM & GROOVE TYPE C BR D. 3/4" K-VLCMO19A LI IR ALEN T AN
Type C Brass CAM & GROOVE TYPE CBR D. 1" K-VLCMO025A LT IR AR LR
Type C Brass CAM & GROOVE TYPE C BR D. 1-1/4" K-VLCM032A R(LLCHL T RCERTL LT L
Type C Brass CAM & GROOVE TYPE C BR D. 1-1/2" K-VLCMO038A (LU T
Type C Brass CAM & GROOVE TYPE C BR D. 2" K-VLCMO50A ILLLLL L ORCE LTI
Type C Brass CAM & GROOVE TYPE C BR D. 2-1/2" K-VLCMO63A RILLLLEIL CRERIL L LML
Type C Brass CAM & GROOVE TYPE C BR D. 3" K-VLCMO75A [T TRTACI Iy
Type C Brass CAM & GROOVE TYPE C BR D. 4" K-VLCM100A [T T TN Iy

* All technical specifications apply to a temperature of 23°C+2°C



